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0ZONA GENERATORA PIESLEGUMS
piepludes
gaisa vads _
no nerusejos$a terauda PIEZIMES
nosuces 3
gaisa vads Ventilacijas sistemas mont3azai tiek lietoti rupnieciski izgatavoti no cinkota skarda gaisa vadi.
lepemsanas gaisa vadu izolet |Tdz gaisa sildTt3jam un izmeSanas gaisa vadu ar Armaflex AF, b= 32 mm
2y
. Airmaid AM 2000V Kondensata noversanai piepludes gaisa vadus izolet ar Armaxlex AF, b= 10 mm.
N irmai

ozona generators

L |

virtuves kape /

No ventiekartas paredzet kondensata novadTsanu uz tuvako kanalizaciju, pieslegums caur sifonu.

Visus nosuces gaisa vadus no kapem montet ar kritumu 0,005 gaisa plusmas virziena.

Gaisa izmesana virs virtuves dalas jumta, h= 700 mm virs jumta parseguma.

Montejot ventilacijas sistemas iekartu, paredzet apkalposanas zonu.

Gaisa vadu un difuzoru piesaistes saskapot ar dizaina projektu un precizet montazas gaita.

Vietas kur gaisa vadi Skerso starpstava parsegumu un ugunsdroso nodalTjumu, caurumus paredzet
aizpildTt ar ugunsdrosiem hermetizejosiem materialiem, kuriem ir attiecTga ugunsizturTbas robeza.

NOSACTTIE APZTMEJUMI

‘E taisnstura nosuces gaisa vads ar izolaciju
taisnstura piepludes gaisa vads ar izolaciju

taisnstura nosuces gaisa vads bez izolacijas

apal$ noslces gaisa vads bez izolacijas

apa/ls pieplUdes gaisa vads ar izolaciju

piepludes difuzors

nosuces difuzors

nosuces reste

ozona generators

@ piepludes reste
3
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}

%

G@ regulgjosais droselvarsts
pastavigas plusmas varsts

ugunsdrosais varsts

trok$pu slapet3js
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